
 
 

Biocompatible Resin 

APPLYLABWORK PRINTING TIPS 

FLEX BT TRANLUCENT 
(B-FBT1TL) 

MSLA Open System Printers 
Settings Examples:  

 
 

 
Download printing details via ApplyLabWork 
Support page or lick on this link: LCD/LED 
MSLA Exposure Settings Worksheet.  
 
Cleaning:  
A&B IPA bath [fresh 95% IPA] 
 
A-bath: Submerge freshed removed parts in A-
bath. Swish the parts around in the IPA with a 
gental dental brush to remove uncured resin on 
the surfaces. Transfer to B-bath. 
 
B-bath: Submerged for 3 mins.  
 
Total IPA clean time should not exceed 5 
minutes.  
 
Blow dry the models with compressed air, let 
models sit dry completely, 25 mins minimum, 
in a shaded airy location. Printed parts must 
be free of IPA before UV post-curing. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

UV Post-Curing required: 
Curing settings: 

 
 
Allow the print to cool to room temperature. 
Avoid forces to the models during cooling. 
 
Storage: 
Keep the resin in the original bottle, room 
temperature (15-26°C / 59-79°F) in a dry and 
dark area. Filter out all debris in the case of fail 
print jobs. 
 
Note: Slight pigment settlement is normal. 
Gentally mix remaining resin in resin tank with 
“resin wiper” for color evenness. 
 

https://applylabwork.com/support/
https://applylabwork.com/content/printingtips/MSLA-ExposureSettingProfiles.xlsx
https://applylabwork.com/content/printingtips/MSLA-ExposureSettingProfiles.xlsx

